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Please visit uk.ha-
gen.com/vivexotic more 

information
We recommend Exo Terra reptile accessories for use with 
Vivexotic products. Please refer to the ‘Exo Terra Essential 
Care & Equipment Guide’ included for further details.

A matching Viva cabinet can be 
purchased separately to fit directly 
onto the base of the vivarium.

 

PROTECTING YOUR VIVARIUM - SILICON SEALING
Wooden vivariums are not recommended for pets that require tropical 
environments. It is advised that once built, you seal all joints and exposed environments. It is advised that once built, you seal all joints and exposed 
fittings with aquarium silicon sealant, and leave overnight to cure. This 
sealing will prolong the life of your vivarium and proactively safeguard 
against accidental water spills and pet wastes. If your pet requires misting, 
it is essential that no excess water is left pooling within the vivarium. If 
water is allowed to seep into exposed joints, gaps or inadequately sealed 
edges the wood will swell.  

WWe strongly recommend that the vivarium is sealed fully after construction, 
particularly where humidity levels are high. We recommend that humidity 
levels do not exceed 65% in any wooden vivarium and cannot guarantee 
the longevity of the vivarium in this case. 

For species requiring high levels of humidity we recommend Exo Terra 
Glass Terrariums. Please visit www.exo-terra.com for more details.

If you need help, or have damaged or missing parts, please call 0141 945 2888 and ask for the QC department. However, please note if your 
product has been subject to obvious carrier damage to the carton during transit to your home, we recommend that you contact your supplier.

Important - Please read these instructions fully before starting assembly
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ASSEMBLY INSTRUCTIONS
BEARDED DRAGON KIT

PT4096

1. LEFT GABLE  
2. RIGHT GABLE
3. BACK
4. BOTTOM
5. TOP
6. RAILS

7. GLASS  
8. GLASS WITH
    HOLE
9. SHELF SIDE
10. SHELF TOP
11. SHELF 
            BOTTOM

PREPARATION

TOP
TRACK

BOTTOM 
TRACK

Top has 
LARGER 
tracks

Clips provided with light 
unit (v)

Glass 
(with hole)

Glass

A
Arrow on 
cam facing 
towards 
edge




