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Important - Please read these instructions fully before starting assembly

If you need help, or have damaged or missing parts, please call 0141 945 2888 and ask for the QC department. However, please note if your
product has been subject to obvious carrier damage to the carton during transit to your home, we recommend that you contact your supplier.

2 YEAR EXTENDED WARRANTY

You have automatically received a standard 12 month guarantee with your purchase, however will receive an extra 12 months
free (giving you a total of 2 years warranty from the date of purchase), if you fill out your details online. Simply visit

uk.hagen.com and click on the ‘warranty’ section.

The standard and extended warranty covers for defective parts which have failed under normal use. We shall not replace parts that have been damaged by abnormal conditions or that
which have been subjected to improper use. It is important that you seal your vivarium to prevent moisture entering into exposed chipboard. We will not replace parts that have been
water damaged due to insufficient sealing. If not sealed correctly, this will invalidate the warranty.
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Make sure all fittings ‘C’ are
knocked flush into the panel
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PLEASE NOTE THE PACKAGING CONTAINS 2 WOODEN END PROTECTORS. THESE
PANELS ARE FOR PACKAGING PURPOSES ONLY AND ARE NOT PART OF THE PRODUCT.




ASS E M B LY S = Extra holes - required if
e 1

F attaching an optional Vivexotic
cabinet onto the base (make

sure unused holes are facing

upwards here)

@

Fitting ‘A’ facing
backwards

M
x
N

Attach back with 2
EasyVent's at the
bottom

STOP! At this
stage we
recommend that
you seal all joints ) ——
and exposed
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has longer

tracks
1L

BOTTOM
RAIL

Rails can be
unscrewed and

removed for cleaning
purposes at any time @/

LY (I | ADJUSTABLE END CAPS Aluminium rails provide

a uniform airflow
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then drop This vivarium contains EasyVents. These vents allow all of your cables

down into the to pass through the vivarium. Simply pull the vent out, pass through
bottom any plugs, and put it back in position again...Easy!
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prevent glass
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Protecting Your Vivarium - Silicon Sealing

1. Take the EasyVent out of the
back panel & remove caps from

3. Insert the EasyVent back
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It is advised that once built, you seal all joints and exposed fittings with aquarium silicon each channel required hole in the back panel cables into the channels
sealant, and leave overnight to cure. This sealing will prolong the life of your vivarium and

pr_oa_ctive_:l)_/ safegua_rd against accidental wa_ter spills a_nd pe_:t \{vastes._lf your pet requires & 2 cable access &
misting, it is essential that no excess water is left pooling within the vivarium. If water is allowed ~~ points at the top—"

to seep into exposed joints, gaps or inadequately sealed edges the wood will swell. for lighting

We strongly recommend that the vivarium is sealed fully after construction, particularly where A b;tfotr;h;r
humidity levels are high. We recommend that humidity levels do not exceed 65% in any ‘ lower cable
wooden vivarium and cannot guarantee the longevity of the vivarium in this case. For species OIS AR AHORSS U access

requiring high levels of humidity we recommend Exo Terra Glass Terrariums.
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